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Economic Wiegand Reader (EM)
PIX-PCCR1-R EM

* Mini size body

% Waterproof, conforms to IP66

% Wiegand 26/34 bits output (default: 26bits)

* Card type: 125KHz EM card

* Working temperature: -40 oC ~ 60 oC (-40 oF ~ 140 oF)
* Reading range: 0-5 cm
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The PIX-PCCR1-R (EM) is a Mini Size Economic Wiegand Output Proximity Reader, compatible with
125KHz EM format card.lt is fully potted, and can function at extreme temperatures, so it can be
mounted either indoor or outdoor.

Mini Size:7T0x37x17Tmm
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Read 125KHz EM Card

-40°C

Low Working Temperature

Waterproof IP66
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Data O
iz A Wiegand 26bits or 34bits
(default 26bits)
B A
Operating Voltage 9~18V DC
Frequency 125KHz
Card Type EM card
Reading Distance 0-5CM

Output Format

Wiegand 26bits (default), 34bits optional

Operating Temperature

-40 °C ~ 60 °C (-40 °F ~ 140 °F)

Index of Protection

IP66

Operating Humidity

10%~98% RH

Dimensions

L70 x W37 x H17 (mm)

Weight

88g
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Analog Camera, TP Camera

Dome & Bullet Cameras
Hidden Cameras

4K Cameras

PTZ Cameras
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Battery Cameras

WiFi Door Bells Exit Button | Break Glass
Hidden Cameras Video Door Intercom
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Electromagnetic Lock

Wireless Biometric
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